
PVDC
Charactertistics Method Unit nominal Value Tolerance

Duplex 300.60(H)

Total Thickness DIN 53370 ㎛ 336 319-352

Yield - m2kg 2.1 -

WDD / WVTR(38℃, 90% r.F.) DIN 53122 g/㎡ x d 0.50 ≤0.50

O₂-Barrier(23℃, 50% r.F.) ASTM D 3985 ㎤/㎡ x bar x d 0.70 ≤0.70

Duplex
250.60(H)

Charactertistics Method Unit nominal Value Tolerance

Total Thickness DIN 53370 ㎛ 286 271-300

Yield - m2kg 2.5 -

WDD / WVTR(38℃, 90% r.F.) DIN 53122 g/㎡ x d 0.50 ≤0.50

O₂-Barrier(23℃, 50% r.F.) ASTM D 3985 ㎤/㎡ x bar x d 0.70 ≤0.70

Tristar
250.25.90(C)

Charactertistics Method Unit nominal Value Tolerance

Total Thickness DIN 53370 ㎛ 328 310-349

Yield - m2kg 2.2 -

WDD / WVTR(38℃, 90% r.F.) DIN 53122 g/㎡ x d 0.25 ≤0.25

O₂-Barrier(23℃, 50% r.F.) ASTM D 3985 ㎤/㎡ x bar x d 0.60 ≤0.60

* The values on the table is test result by our own, not the guarantee value. For further information and spec, inquire to contact@kp-tech.co.kr


